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• specifications 


Hollow Metal Frames shall be as manufactured by 
SECURITY METAL PRODUCTS CORPORATION. 

Frames shall be constructed of 16 or 14 gauge steel in 
accordance with profiles indicated on the plans. All 
corners are to be mitered and welded to insure a rigid 
joint. Not less than 3 anchors per jamb are to be pro¬ 
vided for masonry partitions and 4 anchors per jamb 
and 1 at the head where wood and steel stud partitions 
occur. Floor clips are to be welded to the bottom of each 
jamb. A removable steel angle spreader is to be fur¬ 
nished at the bottom of all 3 sided frames to insure 
proper rigidity during transit and handling. 

Frames shall be mortised and reinforced with 3 /i6" thick 

• typical construction features 


steel and tapped where mortised hardware is specified. 
Surface type hardware such as closers, holders, etc. will 
be reinforced with 14 gauge steel. All drilling and tap¬ 
ping to be done in the field by the door erector. Frames 
can be prepared for silencers when specified. Mortar 
boxes are to be welded over all hardware cutouts. 

After fabrication, ail frames are to be cleaned thor¬ 
oughly of dirt and oil, then filled, sanded smooth and 
finished with the manufacturer’s standard rust inhibitive 
primer. 

Underwriters’ Label Frames shall be in strictaccordancewith 
the procedures specified by the Underwriters’ Laboratories, 
Inc. and bear their label. 
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frames for existing walls — no scale 


RB 1 


RB 2 



shipped as 
welded unit 
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3 /e" or Vt" F.H.M.S. 
with exp. shield 
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rough buck and 
cabinet jamb — 
welded units 


fill head of screw 
and sand smooth 



► sanitary type door jamb stops - no scale 


HS 



stop cut off 
and capped 
at 45 or 90" 


jamb extended to or 
below floor line 



rough slab 


NOTti STOPS MUST EXTEND TO FLOOR WHERE LEAD LINED, LIGHT PROOF AND LABEL FRAMES OCCUR 

= 1 - 0 " 


► standard frame profiles- scales y 2 fs & iv 2 

jamb detail 




stainless steel spats 
wrapped around jamb legs 


FWS 1 


FWS 2 


FWS 3 


FWS 4 



x /4" sponge 
rubber or felt 
with metal retainer 


spring bronze 
weatherstripping 
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sill detail 


DWS 1 


DWS 2 


DWS 3 


DWS 4 


]A" x 1 Yi" rubber 
or felt with 
metal retainer 


automatic 
door seal 
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• special frames 



The elevations and sections indicated on this page are typical special 
openings in general use today. In addition to these. Security is equipped 
to design, engineer and fabricate all types of special hollow metal 
frames to meet specific job requirements and compliment the exterior 
or interior treatment of todays varied architecture. 

Our Engineering staff is available to all architects and contractors for 
consultation on all problems concerning hollow metal doors and frames. 



























































































































































standard door types - no scale 
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• standard door sections 
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LIGHT PROOF LOUVRE 
L 3 


PANEL LOUVRE 
L 4 


specifications 


Hollow Metal Doors shall be as manufactured by 
SECURITY METAL PRODUCTS CORPORATION. 


3 


Doors shall be constructed of 2 outer face sheets of 18 
gauge (available in 16 and 14 gauge) sheet steel. Face 
sheets are to be rigidly connected by continuous vertical 
stiffeners spaced 6"on center maximum and spot welded 
to the face sheets 4" on center maximum. Doors shall be 
provided with an Underwriters’ approved sound dead¬ 
ening, insulated rigid type mineral rock wool. Top and 
bottom of doors is to be reinforced with a 16 gauge 
continuous channel full width of door and spot welded 
to both face sheets. Tops of all exterior doors are to be 
capped to prevent an accumulation of water. 


Louvres where required shall be inverted “V” type unless 
otherwise specified. Glass moulding shall be 18 gauge 
die formed with 20 gauge removable glazing stop. 


Doors shall be mortised and reinforced with 3 /u" thick 
steel and tapped for all mortised type hardware. Surface 
type hardware, such as closers, push and pull plates, 
etc., will be reinforced with 14 gauge steel, and all 
drilling and tapping to be done by the door erector. 


Underwriters’ Label Doors shall be in strict accordance with 
the procedures specified by the Underwriters’ Laboratories, 
Inc. and bear their label. 


FINISH: All welds and joints are to be ground smooth. 
Doors shall be thoroughly cleaned, filled, and sanded 
smooth prior to painting. Doors shall be painted with 
manufacturer’s standard rust inhibitive primer and baked. 
Doors receiving a baked enamel finish are to receive 
suitable additional coats, each baked on and sanded 
smooth. Color to be as selected by the architect. 





























































































L. A. Sports Arena 

Los Angeles, California 

Contractor: 

L. E. Dixon Company 

Architect: 

Welton Beckett & Associates 


***** 




• partial list of installations 


DELANO JOINT UNION HIGH SCHOOL 

Bakersfield, California 
Guy E. Hall, Contractor 
Stuhr-Hicks, Architect 

HUGHES AIRCRAFT CO. 

Tucson Arizona 

Del E. Webb Construction Co. 

John C. Lindsay, Architect 

UNITED STATES COURT HOUSE 
Sacramento, California 
Dinwiddie Construction Co. 

General Service Administration, Architect 

RAMO WOOLDRIDGE LABORATORIES 

Canoga Park, California 
Twaits-Wittenberg Co., Contractor 
Albert C. Martin & Associates, Architects 


LAS VEGAS CONVENTION CENTER 
Las Vegas, Nevada 
Lembke Construction Co. 

Adrian Wilson & Associates, Architects 

PASADENA HIGH SCHOOL 

Pasadena, California 
H. B. Nicholson, Contractor 
Zimmerman & Howell and Georgi & Kline, 

Architects 

ARIZONA STATE SCHOOL 

Fort Grant, Arizona 

W. F. Connelly Construction Co. 

Terry Atkinson, Architect 

JUVENILE UNIT, NAPA STATE HOSPITAL 
Imola. California 
Joseph Bettancourt, Contractor 
State of California, Architect 


NATIONAL REACTOR TESTING STATION 

Scoville, Idaho 

Teller Construction Co. 

Norman Engineering Co., Architect 

SAGE TECHNICAL FACILITIES 

Great Falls, Montana 
Sound-Riedesel-Lowe, Contractors 
Western Electric Co., Architect 

STATE OFFICE BUILDING 

Los Angeles, California 
Diversified Builders, Contractors 
State of California, Architect 

BETHLEHEM PACIFIC COAST 
OFFICE BUILDING 
San Francisco, California 
Swinerton & Walberg Co., Contractor 
Welton Beckett & Associates, Architects 


N.C.O. OPEN MESS 

Ellsworth Air Force Base, South Dakota 
H. Halvorson, Contractor 
Craig-Whitman & Associates, Architects 
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Phoenix, Arizona 

T.G.K. Construction Co. 

Daniel, Mann, Johnson & Mendenhall, 

Architects 

CRITICAL MASS LABORATORY FACILITIES 

Richland, Washington 

Howard S. Wright Construction Co. 

General Electric Co., Architect 
TEST TRACKING STATION 
Vandenberg Air Force Base 
Fredericksen & Kasler & Stolte Inc., 
Contractor 

Ralph M. Parsons Company, Architects 



Cadet Social Center 
U.S.A.F. Academy 
Colorado Springs, Colorado 

Contractor: 

Robert E. McKee Company 

Architect: 

Skidmore, Owings & Merrill 

Kaiser Center 
Oakland, California 

Contractor: 

Robert E. McKee Company 

Architect: 

Welton Beckett & Associates 
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